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Part Name
891-10-064-30-120000



Description
INTERCONNECTS 1mm Grid Surface Mount Connectors Male and Female Connectors
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Features:
• 64 Position Mezzanine connectors for board stacking.
• 1 mm Centerline high density packaging.
• Mated connector board stacking height of 10 mm.
• Conforms to EIA-700 AAAB for IEEE 1386 applications.
• Suitable for "lead free" reflow soldering (260° C peak).
• Tape & Reel packaged per EIA-783 (56 mm wide;
   16 mm pitch).
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BULM10P

Bullet Male Connectors


View


Hubbell Incorporated.




BJ-157FL

Coaxial Connectors (RF), Connectors, Interconnects, TRS BULKHEAD JACK STRT


View


Unspecified




BULM18P

Bullet Male Connectors


View


Hubbell Incorporated.




BULM14P

Bullet Male Connectors


View


Hubbell Incorporated.




BULF14P

Bullet Female Connectors


View


Hubbell Incorporated.




FH12-10(10)SA-1SH

0.5mm and 1mm Pitch Connectors For FPC/FFC


View


HIROSE ELECTRIC




BULF10P

Bullet Female Connectors


View


Hubbell Incorporated.




BULF18P

Bullet Female Connectors


View


Hubbell Incorporated.




FH12-10S-0.5SH54

0.5mm and 1mm Pitch Connectors For FPC/FFC


View


HIROSE ELECTRIC




FH12-16S-1SV

0.5mm and 1mm Pitch Connectors For FPC/FFC


View


HIROSE ELECTRIC
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