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Part Name
TQ2H-L-1.5



Description
TQ RELAYS Leading the market, our 5 mm 2-pole surface mount relays comply with JIS C0806
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Leading the market, our 5 mm 2-pole surface mount relays comply with JIS C0806


FEATURES

1. Flat compact size

   14.0(L) ×9.0(W) ×5.0(H) .551(L) × .354(W) ×.197(H)

2. Nominal operating power:

   High sensitivity of 140mW (2 Form C single side stable type) By using the highly efficient polar

magnetic circuit “seesaw balance mechanism”, a nominal operating power of 140 mW (minimum operating power of 79 mW) has been achieved(4 Form C single side stable type is 280 mW).

3. Suitable for SMD automatic insertion (SA type)

   With a height of 5.6 mm .220 inch, the relays meet JIS C 0806 specifications.

4. High density mounting possible 

   High-efficiency magnetic circuits ensure low magnetic flux leakage. Because characteristics are little changed by proximity mounting, high density mounting is possible.

5. The use of gold-clad twin crossbar contacts ensures high contact reliability.

6. DIL terminal array enables use of IC sockets

7. Low thermal electromotive force

   As well as low power consumption of  140 mW, use of a structure with separate coil and contact sections has reduced thermal electromotive force to the low level of approximately 5 µV.

Surface mount types achieve approximately 2 µV.

8. Latching types also available

9. Self-clinching terminal also available

10. A range of surface-mount types is also available.

    SA: Low-profile surface-mount terminal type

    SL: High connection reliability surface mount terminal type

    SS: Space saving surface-mount terminal type

11. M.B.B. contact types available


 

TYPICAL APPLICATIONS

1. Communications

2. Measurement equipment

3. OA equipment

4. Industrial machines
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TQ2-12V

LOW PROFILE 2 FORM C RELAY TQ-RELAYS


View


Matsushita Electric Works




LCA210L

Dual Pole OptoMOS Relays


View


IXYS CORPORATION




PAA110

Single Pole OptoMOS® Relays


View


Clare Inc  => IXYS




LBA126L

Single Pole OptoMOS® Relays
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Clare Inc  => IXYS
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Single Pole OptoMOS® Relays
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Single Pole OptoMOS® Relays
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Single Pole OptoMOS® Relays
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Single Pole OptoMOS® Relays
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Dual Pole OptoMOS® Relays
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